
Expell 
Microcentrifuge 

Tubes

The graduated Expell microcentrifuge tubes are manufactured 
from virgin PP, out of the finest molds available. 

Features:

• One-handed open/close operation
• Perfect sealing and evaporation protection
• Polished interior to prevent from protein adhesion 
• High clarity for good sample visibility. 

All Expell microcentrifuge tubes are DNase, RNase,  
Pyrogen free and withstand up to 20,000g.

Trust the Expell microcentrifuge tubes from Capp, and  
experience a fantastic stability on your centrifugation protocols. 

Ordering Information
Cat. No. Description

5100500C Expell Microcentrifuge tubes 0.5mL, bulk, 10x1000 pcs.
5001500C ExpellPlus Microcentrifuge tubes 1.5mL, bulk, low retention, 20x500 pcs.
5101500C Expell Microcentrifuge tubes 1.5mL, bulk, 20x500 pcs.
5101550C Expell Microcentrifuge tubes 1.5 mL, bulk, black, 20x500 pcs
5101590C Expell Microcentrifuge tubes 1.5 mL, bulk, assorted colors, 20x500 pcs. (magenta, blue, yellow, green, orange)
5102000C Expell Microcentrifuge tubes 2.0mL, bulk, 10x500 pcs.
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